1988 VF750C

HON DA INSTRUCTIONS

The 1987 VF700C is shown; the 1988 VF750C is similar.

SET-UP AND PRE-DELIVERY SERVICE MUST BE PERFORMED BY AN AUTHORIZED
HONDA MOTORCYCLE DEALER. Proper set-up and pre-delivery service is essential to rider
safety and reliability of the motorcycle. An error or oversight made by the mechanic
assembling and servicing a new unit can easily result in faulty operation, damage to the
machine, or even injury to the rider.
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1988 VF750C

Important Safety Notice

Maodifications which you hawve made, or shouid make in the future, to any Honda product, shail be deemed by our
company to have been performed at your sole risk and responsibility, and without our company’'s or the
manufacturer’s approval or consent, implied or expressed. We further disclaim any and all liability, obligation, or
responsibility ‘or any defects of modified parts or of the modified product, and for any claims, demands, or causes
of action for damage to property or for personal injuries resulting from the modification of said Honda product.

Notes & Symbols

Indicates a strong possibility of severe personal injury or loss of life if instructions are nof
followed.

CAUTION: Indic tes a possibility of personal injury or equipment damage if instructions are not followed.

NOTE: Giver helpful information.

|¢ # \ Indic: ‘es the assembly section. Indicates the Pre-delivery section.
F 4

" Torque Table

ITEM SIZE TORQUE
Hanc ebar holder bolts 8 mm 2.3 kg-m (16 Ib-ft.)
Throt le grip screws./washers 5 mm 0.4 kg-m (2.9 Ib-ft.)
Front brake master cylinder holder bolts 6 mm 1.2 kg-m ({39 Ib-ft.}
Lef I andlebar switch screws./washers 5 mm 0.4 kg-m (2.9 Ib-ft.)
Clutzt master cylinder holder bolts 6 mm 1.2 kg-m (9 Ib-ft.)
Frort fender bolts 6 mm 1.2 kg-m (9 Ib-ft.)
Fron: axle nut 14 mm 6.0 kg-m (44 1b-ft.)
Fron- axle pinch bolts 8 mm 2.2 kg-m (16 Ib-ft.)
Seat belt bracket bolts 8 mm 2.3 kg-m (16 Ib-ft.)
Fina drive gear case filler cap — 1.2 kg-m (9 Ib-ft.)
Upper rear shock bolts 8 mm 2.5 kg-m {19 Ib-ft.)

Rear seat bracket bolt 8 mm - 2.3 kg-m-{186 Ib-ft.)




CARTOM COVER

1. Remove the carton cover.

Cut the straps and lift off the carton cover,
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2. Remove the wood top. WwooD ToP

Remove the staples and the wood top.

3. Remove the parts carton.

Cut the strap and remove the parts carton,

4. Unbolt the rear shipping brackets.

: ; : &
Remove the two nuts, washers and bolts from the rear Tk F &
shipping brackets. Discard the nuts, washers and bolts. - ; o - ;

NUTS AND
WASHERS F

SHIPPING BRACKETS

1988 American Honda Mator Co., Ine, — All Rights Reserved 1



1988 VF750C

5. Remove the side braces. P & gt SIDE BRACES &

e

Hemove the screws attaching the side braces to the
crate base and remove the braces.

6. Remove the uprights.

7. Remove the rear shipping brackets. L T ] REAR SHIPPING
- f ] BRACKETS

Remove the brackets by removing the bolts from the
rear shock upper pivots. Discard the brackets and boits.

——
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8. Loose parts information.

Unpack remaining loose parts and check against this illustration. Report any damaged or missing parts
immediately to American Honda Mator Co., Inc., 100 West Alondra Blvd., Gardena, California 20248-2702.

DESCRIPTION aTy PART NUMBER
1. Tool Set 1 82010-MNO-000
2. Riding tips 1 00X31-000-000
3. Owner’'s manual 1 00X31-MNQ-600
4. Left rearview mirror 1 88120-MNO-003
5. Right rear view mirror 1 88110-MNO-003
6. Seat strap 1 77210-MNO-000
7. Rear shock absorber upper joint cap 2 52405-MK3-000
8. Attaching hardware:
8 x 16 mm flange bolt 2 85701-08016-00
Special washer, number plate 2 80522-028-000
8 mm cap, socket head bolt 4 91456-ME1-670
8 x 32 mm flange bolt 2 90160-MNO-000

Damaged or missing parts

Identify -the missing parts by referring to the “Loose Parts List”. Order the parts using normal parts ordering
pracedures.

For parts lost or damaged in transit or left out by the factory, file a M/C WARRANTY / TRANSPORTATION CLAIM
FORM S0908.
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1988 VF750C

9. Install the rear shock pivots.
Install the rear shock upper pivots using an 8 x 16 mm
flange boit and 8.5 mm special washer for each.
Tighten boits to specified torgue.

Torqyue: 2.5 kg-m (19 |b-ft.}

Install the rear shock upper pivot caps.

10. Install ti-e handlebar plastic caps.

Press the :aps into the recesses of the handlebar
socket * 4 d bolts.

SPECIAL

WASHER
{Each Side)

Bx16 mm
1 FLANGE BOLT
(Each Side)

REAR SHOCK
UPPER PIVOT B
CAP
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11. Support the vehicle and remove the
shipping brackets.

Position lifting slings to support the venicle as shown.
Remove both shipping brackets by slowly loosening the
nuts. Discard the nuts, lock washers and brackets.

SHIPPING
BRACKET

12. Remove the vehicle from the crate base.

Remove the vehicle from crate base by lifting the motorcycle until it's clear of the crate base. Remove and discard
the crate base. Lower the motorcycle's side stand and carefully lower the motorcycle onto level ground.

CAUTION: Be careful not to damage the fuel tank, main wire harness, throttle cables, or clutch hose with
the slings.
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1988 VF750C

13. E:ig?;e the battery retainer, cover and sirrmii B

RETAINER

COVER
Zoui

BATTERY

14. Service the battery.

Service the battery in accordance with he instruct. »ns contained in Service Letter #48,

» The battery electrolyte contains su ‘uric acid. - rotect your eyes, skin and clothing. In case of contact,
flush thoroughly with water.

= |f electrolyte gets in your eyes, fiush them thoroughly with water and get prompt medical attention.

s The battery generates hydrog~n ga.; which car. be highly explosive. Do not smoke or allow flames near
the battery especially while char,inj it.

CAUTION:

+ Hemove the battery and maintain i in a fully c i1arged condition if the motorcycle is not for immediate

delivery. Refer to SERVICE LETTE 1 SL #48.

Do not use the electric starter imir 2diately aft »r installation of the battery, allow some time for the

battery to attain a full charge.

Remove the battery from the vehic le wheneve r filling it with electrolyte.

Do not use any liquids other tha— 110se furr’s ed with the battery.

After filling the battery be sure th 2 2 is 110 elecirolyte left in the container.

Dispose of the container properly

« Add only distilled water. Tap water will shortiz 1 the service life of the battery.

* Check that the battery bieather h 1 i« is not k'rked, twisted or pinched. Otherwise the battery may be
damaged.

& & 8 L]
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18.

16.

Install the battery.

Install the battery in the battery compartment, Connect

the battery breather tube to the battery outlet.

Verify that the battery breather tube is routed as
shown on the battery caution label.

CAUTION: Be sure the battery breather tube is not
kinked, twisted, or pinched; otherwise battery
damage is possible.

Connect the battery cables.

Connect the positive battery cable to the positive (+)
battery terminal using a battery terminal boit and nut.
Connect the ground cable to the negative (-) battery
terminal using a battery terminal boit and nut. Tighten
the bolts securely and coat the battery terminals with
clean grease.

Slip the terminal cover over the positive battery
terminal.

Reinstall the battery retainer.

BATTERY

BATTERY
BEREATHER

| sarrear
| aegaTnER
[l S

(INSERT THE
| BREATRER THRE
SECURELT.

BATTERY

NEGATIVE (-] #_.J POSITIVE {+]
= CABLE il / CABLE

F‘DSJT "JE
CABLE

MEGATIVE
TERMINAL
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1988 VF750C

17. Verify the proper routing of cables, hoses, and wire harn- sses as shown in the illustrations.
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